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Introduction

Congratulations on purchagythe aGent V5 edition webcam. The aGent V5 is a true
piece of revolutionary technologylt is compatible with both PC and Mac operating
systems and its 5 layeftasstrue Full HD 2 megapixel lens provides some of the
sharpest picture around. The aGent V5 also includes a whole host of other features
includingbright light autoexposure, internal microphone, 3 different stands, a
protective lens cover and carry case andoftware suite with an amazing range of
features. Manufactured to the highest standards, the aGent is backed?byear
warranty, so you can be codnt that you have made the right choice.

The V5 has a number of upgrade featufesn its earlier editionslts new sensor is
able to achieve some of the greatest picture clarity on the market, and an upgraded
inbuilt microphonethat runs solely throughite USB cordill ensure you will sound
crystal cleaeverytime A range of new features and additions to the accessory list
have also been included to help you get the most out of your new aGent webcam.

The aGent V5 can be used for a number of differemppses which will be run
through in this manuahcluding, but not limited to
- Video email/capture, editing and special effects using the Webcam
monitor/AmCap applications;
- Video conferencing with MSN, Skype, Yahoo messenger, iChat and many
others; and
- Shapshot images up to an increditfidl HD 2MResolution or 8MP
interpolated resolution.

The following manual will provide you with a step by step procedure for setting up

and using your webcam. We hope this helps you on your way to having a most
enjoyable experiencavith your aGent v5.

Introduction | 4



Foecifications

Compatibility

PC and Mac

Min Operating
system

Windows® XP, Vista
Mac OSC 10.4.3 or higher, G4, G and Intel Macs

Video Capture

Full HD 2MP. Up to 5MP by interpolation

Still Capture image

Full HD 2MPUp to 8MP by interpolation

Lens 5 Layer glass.@ MP resolution
uvc Plug and play for Windows XP SP2 and Vista, Mac OSX 10
or greater, and iChat 10.4.9 or later
Casing German quality steel casing

Webcam Software
Compatibility

Works with iChat, BN, Yahoo, Skype, AOL, and all other
major chat programs

Driver Software

Plug and play webcam with additional Mac and PC drivers g
utilities and webcam software

Connections

1 x USB 2.0 connection

Focus adjustment

Manual focus and auto exposure withignt light technology

Digital zoom

4 with compatible driver

Continuous speed
shooting

30 frames per second

Cables

M E ' {. OlLofSY péy Aykmtp (
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Video Input Motion sensor software, automatic face tracking technology
software compatible with driver

Peiipheral Devices | CDROM, Graphics card

Image focus length| 5cmg infinity

Brightness/Contrast| Automaticcolourcompensation and brightnessljustment

Dynanic Range Greater than 72 db

Warranty 12 Month warranty
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Getting Started

System requiremeng

PC

9 Windows XPVistaor Windows 7

9 Pentium 11 300 (Pentium Il 500 recommended), Celeron, AMD Athlon
processor

512MB RAM (or minimum OS requirement, whichever is higher)

200 MB free hard drive space

1 available USB port

CDROM drive

16-bit colourdisplay adaptor.

= E I ]

0OSX 10.4.3 or higher, G4, G5 amtgl Macs
500MHzprocessor

512MB RAM

200 MB Free hard drive space

1 Available USB port.

ﬁﬁﬁﬁﬁ‘

Physical seup

Your package includes a number of different stands to suit your prefereSaaply
screw the stad into the bottom of the webcam, and position accordingly.

Machook/Notebook Desktop Stand
Clip

/,— /&3\

LCDiMac Clip

el
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Installing thedrivers
PC instructionsfor installation of AMCAP driver

The AMCAP driver allows the useilise agreatnumber offeatures such as
facetracking, zoonmvideo recording, image capture, image manipulation and more

Plug theaGentwebcaminto a USB portnot through a USB huland set
position desirably. Segage7 for some ideasThe Webcam should install
automatically with notification appearing in tHeottom right hand corner of
your screen notifying you that the device is ready to use.

“I'L Your devices are ready to use
' Device driver software installed successfully.

sensor drive... =

Insert CD. The installer should load automatically. If not, seledCtharive
FNRBY (GKS wyeé O2YLziSNI YSydzd ¢KSy 2LISy
selectthe file namedaGent V5 PC Driver.EXE

Alternatively, you can download the latest driver from
http://aGent.liquiddigital.com.au/download.htm

Follow instructionsn the installation wizardo install the AMCAP driver.
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iv. After installation is completeslick finishand thenrestart your computer.

V. Open AMCARither through the desktop shortcut or through the windows start
barglook for! a/ I LJZ dzyMISRQ {i KSH &¥a L! folder./ I YSNI Q

I Skype
| Startup Administrative Tools
| Vimicro USB2.0 UVC PC Camera
Eh amcap Printers
BN uninstall
I\ Windows Help and Support
1 Back Run...
Start Search
Vi. If the aGentV5 is not automatically selected, do so in the devices menu. Select

WxSydza | {.®H.0% & dzNGS NicRaphorfe@eénusUSE 200G W

/' FYSNI 0Qo

File [Devices | Options Capture Help

ManyCam Virtual Webcam
¥ Venus USB2.0 Camera

Microphone (Venus USB2.0 Camera
¥ FrontMic (Realtek High Definiti

If the picture does noaippear, select preview in the options menu

File Devices | Options | Capture Help

Preview

Audio Format...

Vii. To manually adjust the focus, turn the focus ring at the front of the webcam.
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MAC instructions for installation of webcam monitor
driver

The aGenVs5 is plugand-play for all Mac userd\o driver is required, however, for
added functionality you mawish to install the included Webcam Monitor driver.

i Plug theaGentwebcam into a USB poftot through a USB huland set
position desirably

ii. Please place the aGent V5 CD into your CD drive or download the V5 webcam
driver from http:// agentliquiddigtal.com.au/download.htm

i) Plugging in the USB i) Inserting the CD

iii. Open the CD folder and click on Agent V5 Driver Installer.Xpk& X &
[1MAC Driver

* aGent V5 ...r Installer
Mac_Installation_OSX.txt
> ReadMe.rtf

iv. The installation screen will appear. Please follow the onscreen instructions
ann e Install aGent V5 Webcam Monitor Driver Installer
Welcome 1o the aCent V5 Webcam Monitor Driver Instalier Installer
Welcome to the Agent VS Webcam Monitor Driver Installer.

© Introduction To open Webcam Monitor at the end of the installation please

& R ida 0 to the Applications folder and click on Webcam Monitor

s o se

(" Continue )
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V. Open the application folder on your hard drive and find Webcam Monitor

MNXEFffe dzy RSNJ WFLILX A0 iA2yAaQ0d ¢KAA
{22 Applications.

(& Developer -
(@ Ubrary -
@ system >
2l User Guide,. formation >
@ users >

M

vi. To alter the vide and audio settings go to th¢a 2 y A (i Bexyouiwlll find
the video and sound settings as well as the image size controls and recording

options.

& WebCam Monitor File it [TFRITH
e Video Settings.
Sound Settings...

¥ Record Video
v Record Sound

v Quarter Size
Half Size
Full Size

Record Without Hogging Machine %R
Record Until MouseClick

Vii. Toselectthd DSy G 6S0o
'{.H®dn /I YSNIQ

bCam Monitor ez JETIR

Jden,

Adustments Compression TSowee]
Preview. [ Comoressed 18]
viii. To adjust image quality/speed of frames select the compression tab and adjust

accordingly. A higher image quality will reduce the video speed and vice versa.
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s o (] - e Proview | Comprevad 8]

To setup themicrophone select Monitor>Sound Settinggnder the Source tab,
4S8t SO0G wxSydza ! {. wuon /| YSNdophongthe KSy &
level bars should rise and fall?

From this menu, you can also adjust gain and volume, by shifting the bassacro
to your desired level.

_Compression_Sample - Source |
v Built-in Input 11
+ Buih-in Microphone Volume: e
x_rtemlml(,optm @
Venus US82.0 Camera Gain: e
(i)
tevet: (0000000000
In 44.100 kMz 16-bit Mono Nome
Rec: 44.100 kiz 16-bit Mono None @ @
a6A0G0K 6SGs6SSy Y2y2 YR &aiSNB2 Y2RSas

Compression — Sample  Source

T r— R T T
Size: ()8 bits @ 16 bits. Volume: e——)
Use: @ Mono () Stereo g
[ - a—
[n]
vevet: (TN

I 44.100 kz 16-bit Mono None

Rec: 44.100 kKz 16-bit Mone Nose () (o)

x
()]
-
(o))
O«
[

[

x

I Redzad O2YLINBasarzy aStdAay3aas
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Sound

Compression  Sample Source |
Compressorl AT S Speaker: | Off While Recording 18]

Options |  MACE 31 Volume: ——————
1 MACE6:1
QDesign Music 2 .
Qualcomm PureVoice™ aln: e—(—
Alaw 2:1

32-bit Floating Point
64-bit Floating Point
IMA 4:1

n 44100 el  24-bit Integer
32-bit Integer (Cancel
plaw 2:1

To manually adjust the focus, turn the focus ring at fiteat of the webcam.
This part is shown in part 2 of the manual.
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Functionality

AmCap (PC)

AMCap can perform an amazing range of functions. You may first want to get the
basicssettings sorted.

Changing the settings

To adjust thevideosettings such as contrast, brightness etdickonW+ A RS2 / | LJ{ dz
CAt SN dzy RSND {KSE 2000 A2y WaSWRIS2 t N2 O ! YLJ

[roperies . ==
[ —
Feature | Face Tracking | Face Effect |
PowerLineFrequency Video Proc Amp ] CameraCortrel |

Auto

Brightness e -5 r

Contrast —————— [ r

—— [ E

satraton ———p—— [3 [

Sharpness —————f————— [4 =

Gamma ————f———— |150 r

White Balance  ——————————| [5s00 W

Backlight Comp  }————————— [ -

Gn —————— [

=) Powerline Frequency  [50Hz =
(Ant Flicker) z
Default
/tAO01 WHILILX eQ 2yO0OS UKS RSaAaANBR OKIlIy3sSa Kli

Special effects

Whilst in the preferences menu, you can also seleshale range of other functions,
such as face tracking, face effects, zoom, flip and others.
1 Use the feature tab to choose from a range of screen effects
1 Use the face effects tab to choose from a whole range of amusing novelty
face effects
T Use the Cameraonitrol tab to modify exposure levels
1 Use the Face tracking tab to utilise the zoom and face tracking features.
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Capturing images and videos

Tod LI dzNB | &G A feflY AXS$ @ SIZLIAEE SO KIKAS2 ywDG K I G | Ll
bar in the bottom right handarner of your screen. Right click it, and then select your
desired image size.

1607120
176"144
3207240

352288 ) Get Image icon used to capture
6407480 =~ il i
i still images

1024*768

12807960
| v 128071022
160071200

o

| 460873456

still Image >

Bt

After the image appears on your screen, you can save as required by simply clicking on
file> savePlease note, that in order for this to functi@orrectly,you will have to
selectRGB formdin the colour space box in thereferences menuTo do thisclick

onW+ A RS2 O undai theNdBtioris)ingh@nd then change accordingly if it has
not defaulted to thisoption.

To record videos, firsedect a file path for which you want the file to be saved under.
To do this, click on file>set capture file and sageordingly

Ty —

You can therselect the desired output size lajicking on options¥ideo capture Pin.
Click on the output size dropdownenu to select the appropriate size. Please note
that the majority of special effects will not work oesolutionsgreater than 640 X

480. Please note that increasing the output size and frame rate will increase the file
size
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To startrecordingglic] 2y W{ GF NI /I LIidzZNBQ dzy RSNJ i KS C

To stop recording (if a time limit has not been set or if you want to finish recording
early) clicko?a G 2 LJ OF LIG dz2NB QX dzy RSNJ G KS OF LJidz2NB Y

To find the video file you just recorded, simplytge folder that you chose the video
file to be saved and the video file will be there in avi format.
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